












Straight Valve Body

6-6 Position 6-3 Position 12-6 Position 12-3 Position
Standard

9-6 Position 9-9 Position 9-12 Position 9-3 Position
Standard

6-12 Position 6-9 Position 12-12 Position 12-9 Position

Angle Valve Body

MODEL - 61R2
STRAIGHT BODY

DIMENSIONS

MODEL - 496
STRAIGHT BODY

DIMENSIONS

MODEL - 61R2
90º ANGLE BODY

DIMENSIONS

MODEL - 496
90º ANGLE BODY

DIMENSIONS
INLET OUTLET A B    C    D    E    F

3/4”      3/4”     1.5”   7.3” 3.0”  5.7”  5.2”  2.0”

3/4”       1”   1.5”   7.3” 3.0”  5.7”  5.2”  2.0”

1”      1”     1.5”   7.3” 3.0”  5.7”  5.2”  2.0”

INLET OUTLET A B    C    D    E    F
3/4”      3/4”     1.2”   9.0” 3.5”  7.4”  3.7”  2.0”

3/4”       1”   1.2”   9.0” 3.5”  7.4”  3.7”  2.0”

1”      1”     1.2”   9.0” 3.5”  7.4”  3.7” 2.0”

INLET OUTLET A B    C    D    E    F
3/4”      3/4”     1.0”   7.3” 3.0”  5.7”  5.2”  2.0”

3/4”       1”   1.0”   7.3” 3.0”  5.7”  5.2”  2.0”

1”      1”     1.0”   7.3” 3.0”  5.7”  5.2”  2.0”

INLET OUTLET A B    C    D    E    F
3/4”      3/4”     1.0”   9.0” 3.5”  7.4”  3.7” 2.0”

3/4”       1”   1.0”   9.0” 3.5”  7.4”  3.7” 2.0”

1”      1”     1.0”   9.0” 3.5”  7.4”  3.7” 2.0”

3/4”   1-1/4”   1.1”  9.0” 3.5”  7.4”  3.7”  2.0”

1”      1-1/4” 1.1”  9.0” 3.5”  7.4”  3.7”  2.0”

1-14”  1-1/4”   1.1”  9.0” 3.5”  7.4”  3.7”  2.0”
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Phone 740.653.8828  Fax 740.653.2690
P.O. Box 2025    Dublin, OH  43017

www.globalmeter.com1.800.799.6941

Required Ordering Information

1. Straight or angle body, inlet and outlet pipe sizes

2. Maximum and minimum inlet pressures (psi)

3. Outlet pressure setting (ounces or inches W.C.)

4. Minimum flow setting (cubic feet per hour)

5. Desired maximum gas capacity (cubic feet per hour)

6. Your standard orifice size

7. Relief valve setting

8. Your paint standard

Warranty
Global Metering Systems warrants its regulators against defects in materials and workmanship under normal use and service. Global Metering Systems

liability and customer’s exclusive remedy under this or any warranty extends for a period of one (1) year from the date of shipment and is expressly limited to 
repayment of the purchase price, repair or replacement upon assurance satisfactory to Global Metering Systems that reported defects were not caused by

improper installation, tampering, physical abuse or misuse, and upon the customer’s returning the product(s) to our factory or warehouse and prepaying all
freight charges for the products. Global Metering Systems may require the return of the equipment to establish any claim. This warranty is made in lieu of

all other warranties, express, implied, or statutory, with respect to quality, merchantability or fitness for particular purpose.

Due to continuous development, the information on this document is subject to change.


