Palmer
Circular Chart
Recorders

Pressure & Temperature Recorders

Designed for indoor or outdoor use,
our recorders provide long service
life, even in harsh conditions.

Proven reliability for your
toughest application.

Versatility that adapts to
your needs.

Case and Door Features
Internal Assemblies, Clocks and Parls

+ All internal components are corrosion resistant,

= Made of heavy aluminum, die cast and heat treated to prevent
distortion or warping. Two sizes: 8 and 12 inch charts.

« Weather tight glass window and door (plexiglass window, solid

* Each record ntain up to three (3) felt ti
SO D8 B door, and door stop optional).

+ Pen assembly is deslgned to transmit the movement of the
sensors into a smooth, gliding arc across the chart, This
prevents burrowing, resulting in longer pen life and bettar
accuracy.

* Micro adjustment feature simplifies calibration.
* Wire linkage.

+ Palmer PC-11 multi-speed battery operated chart drive is
standard. Electric (115 or 220V and 60 or 50 Hertz), or
Spring Wound optional. Rotation periods include 24 and
48 hours and 7, 8, 30, 31 and 32 days.

« Charts sold separately.

VIS Wahl

* Pressure Recorders have 1/2" diameter air vent holes in case.

* Draw pull latch with hasp for padlock (Double Latch Bar with
padlock type handle, solid door included optional}.

= Hammertone Gray finish standard, other colors available.

. and/or p are located at the
back, top, or bottom of case, depending on mounting style:

= Wall mounted = Pedestal mounted
* Flush mounted = Portable
* Pipestand mounted

INSTRUMENTATION GROUP

Building Recorders in the USA since 1962
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Pressure Recorders

Pressute ranges up o 0 Y0 10.000 psig are otered in both

& and 12" charl recorders.

Racordar accuracy 15 « 142 chart graduation

Temperature Recorders

Temperature ranges from -40°F to 1000°F in both

8" il 12° recordens. Flush Mounted

Racorder acteracy 15 = 1 chart gradualion
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PC-11 Quartz Multi-Speed Chart Drive

11 Speeds offer complete flexibility for recording
in the most demanding applications
Designed fof cutdoor use, Palmer's hermétically sealed PC-11 operates refiabily even in wet and dirty

environments Freeses testad fo —<40°F, (0wl withistand extreme lemperatues: The lighly adaptable
design will fit any chart recorder, and makes exchangs in the figkd a snap

The eleven speed dial on the from of Ihe case allows field selectable recording intervala from B0
minutes fo 37 days. The dial also turs the unil off Jo consarve batiery power A pulsating LED
indicator behind the dial shows that fne battery s charged and that the unit is operating

Our PC-11 is rated infrinsically sate, which makes if idazl for use by gas ufility companias and in T
cthar s whiere hazardous o combustitle materials are present,

= 11 Speeds: zwilch selaciable. choose from 60 min,. 56 min, 12 hr. | day. = Battery Choice: 3.5 lithium battery, can be exchanged for 1.5 woll "C*
2day | T day, &day, 14 day, 16 day, 31 day o 32 day recording intervaly hattery when PC-11 15 used in very cold conditions

= Universal Mounting Bracket: fits il chart recordars for easy replacemen! = Molded Body Pilat: Permits fild exchange without recalibration

* 25" Drive Shaft: Wil tla. accapis differenl drive hubs * Maintenance-Free: Closad construction case protects all moving parts
= High Torgue: 25 ozfin forque increases lite and improves acouracy = Saparate Battery Compartment: prevent drive damage from corrosion
= No Axlal or Angular Backlash: chans don't shil o UL Listed: Clazss |, Groups C and D Iefrinsically Sate, C5A Cerfified

* Broad Operating Temperature Range: -40°F o 160°F 55
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